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* A L LI T H HARDWARE 


USED THROUGHOUT THE WORLD 



r* 




ACCORDION DOOR HARDWARE 
AIRPORT DOOR HARDWARE 
BARN DOOR HARDWARE 
FIRE DOOR HARDWARE 

HEAVY TYPE DOOR HINGES 
HOUSE DOOR HARDWARE 
INDUSTRIAL DOOR HARDWARE 
OVERHEAD CARRIERS 

ROUND HOUSE DOOR HARDWARE 
STADIUM SEAT BRACKETS 
VERTICAL SLIDE DOOR HARDWARE 

GARAGE DOOR HARDWARE 

• Folding-Sliding 

• Overhead Type 

• Round-the-Corner 

• Straight Sliding 



ALLITH 







ALLITH “PUSH-OVER” HARDWARE 

for garage doors 

The economy and efficiency of this type of garage door hard¬ 
ware which carries the door up and over the car and requires 
only 5JV' of head room, makes it more popular than any other. 
All parts are carefully manufactured, and sturdy. Installation 
on one-piece doors requires no special framing or carpentry 
work. The job may be done satisfactorily by any carpenter 
or even a handy-man. All hardware parts are inside, pro¬ 
tected from the weather and the unique action of the door 
permits it to be sealed on all four sides, thus providing a 
weathertight opening. “PUSH-OVER” Hardware sets include 
all parts necessary for installing two or more panels as one, to 
accommodate new or old doors. 

Allith “PUSH-OVER” Hardware has a positive locking 
device for holding door against wind pressure and may 
be secured with pad-lock or cylinder night latch. This 
hardware is especially convenient for sub-grade or base¬ 
ment garage doors. There are no springs used in 
“PUSH-OVER” Hardware. A sand-filled counterbalance 
weight box is used for easy and quick raising or lower¬ 
ing. The weight box may be placed at any convenient 
place in garage. 




ALLITH TRACKS 

Allith-Prouty Tracks consist of square and round trough 
tracks, round and flat tracks, made of wrought steel in many 
different sizes, a few of which are detailed below. They are 
furnished in standard lengths up to 10 feet, with and without 
brackets. 



BOX TRACK 


Square Trough 


Track 

No. 

W 

Inside 

With 

H 

Inside 

Height 

T 

Steel 

Thickness 

240x 

l 3 /4" 

2V 4 " 

16 ga. 

242x 

13/4" 

21 / 4 " 

14 ga. 

270x 

2Ms" 

31/4" 

14 ga. 

280x 

2%" 

31 / 4 " 

13 ga. 

288x 

2.W 

3y 4 " 

10 ga. 

290x 

3V 4 " 

41/4" 

10 ga. 

290x 

31/4" 

41/4" 

9 ga. 



ROUND TRACK 


Track 

No. 

A 

Slot Width 

D 

Outside 

Diam. 

T 

Steel 

Thickness 

1 

.25 to .29" 

%" 

14 ga. 

2 

.312 to .343" 

1 Vis" 

14 ga. 

3 

.40 to .495" 

1 V' 

10 ga. 

7 

.40 to .495" 

1 Vz 

8 ga. 


BOX TRACK 
Round Trough 



W 

H 

T 

Track 

Inside 

Inside 

Steel 

No. 

Width 

Height 

Thickness 

60x 

1 Ms " 

2" 

16 ga. 

62x 

iMs" 

2" 

14 ga. 

71x 

13 / 4 " 

3" 

14 ga. 

67x 

2Ms" 

3 Ms" 

13 ga. 

68x 

2 Ms" 

3 Ms" 

10 ga. 

1206x 

35/s" 

43/s" 

Ms" 


ALLITH SPECIAL HINGES 

Allith-Prouty offers a complete line of hinges for doors, plain, 
ornamental and ball-bearing; heavy and extra heavy, as well 
as pintles. The hinge shown has a full continuous bearing 
between the internal cylindrical shaft and the surrounding 
eye. These hinges can be furnished for top, center or bottom 
use, surface or offset, with or without grounded strap. We 
will be glad to quote on any requirement. Hinges are regu¬ 
larly made from steel to Vi " thick. 



v 



























































































































ALLITH HANGERS 


ALLITH SLIDING DOOR HARDWARE J8d 

AL 



for doors from 

75 to 5000 lb. per leaf 

All hangers are built of high 
grade steel. Axles have spe¬ 
cial ALLITH pin bearings 
packed in grease. 

Nos. 274, 284, 294 and 1099 
have zerk fittings for main¬ 
tenance greasing. 


Standard finish is black enamel, but galvanized—either electro¬ 
plate or hot-dip—is available for hangers, tracks and brackets. 

Standard hangers are equipped with apron plates for attach¬ 
ment to wood or hollow metal doors. Also offered without 
these plates as trucks for bolting directly to metal framed 
doors. 

Brackets for support of tracks are available for use on face of 
header also for placement under the header in single, double 
or triple form. 

Hanger end views shown below provide dimensional data. 
Blueprints will be furnished on request. 



SPECIAL HANGERS 

Heavy doors require many 
special type hangers. Here is 
one (Allith No. 1206), with 
bronze wheels to provide 
spark-proof movement. 
Aprons are available for 
almost any door thickness, or 
pendant can be attached di¬ 
rect to top of door. This 
hanger with Torrington 
Needle Bearings on axles has 
a capacity of 5,000 lb. 



NO. 6 HANGER 

for round tracks 

Designed for use in hanging 
large straight sliding doors. 
Hardened steel axles with 
roller bearings have zerk fit¬ 
tings for pressure greasing. 
Hanger adjustable “up or 
down” for leveling of doors. 
Also built without this feature 
as No. 3 hanger for fire doors. 
Parts for “in or out” position¬ 
ing provide for fitting to doors 
13*" to 3/2" thick. Rated ca¬ 
pacity 2,000 lb. per pair (2) 
hangers. Used with No. 3 or 
No. 7 round tracks. 



for doors up to 400 lb. 

No. 244—Used with square trough tracks 
Nos. 240-X and 242-X. 

No. 66—Similar to No. 244, but fitted with 
wheels and axles to match dimensions of 
round trough tracks Nos. 60-X and 62-X. 

for doors up to 750 lb. 

No. 274—Used with square trough track No. 
270-X. 

No. 72—Similar to No. 274, but with wheels 
and axles to match dimensions of round 
trough track No. 71-X. 

for doors up to 1,000 lb. 

No. 284—Used with square trough tracks 
No. 280-X and 2S8-X. 

No. 67—Similar to No. 284, but with wheels 
and axles to match dimension of round 
trough tracks No. 67-X and 68-X. 


for doors up to 1,200 lb. 

No. 294—Used with square trough tracks 
Nos. 290-X and 292-X (9 ga.). 


No. 294 


No. 284 


No. 274 


No. 244 


for doors up to 2,000 lb. 

No. 1099—Blueprints covering both hangers 
and tracks available on request. 
























































































































































ALLITH AIRPORT HARDWARE 


< 


Airport hardware is important equipment and Allith-Prouty 
manufactures a complete line of fixtures for this type of build¬ 
ing. This includes Top Guide Rollers in a wide variety for 
all types of superstructure using either single angle or mul¬ 


tiple parallel type. We also provide Top Bumpers, Rail Bump¬ 
ers, Door Pulls, Cane Bolts, etc., in a variety of sizes for most 
any requirement. 

Blueprint on request. 


ALLITH AIRPORT DOOR ROLLERS 


These are govern¬ 
ment specification 
rollers adapted to 
all conditions of 
rail size and door 
construction. 

The 12" wheel 
shown at right 
(all steel welded) 
with friction 
brake is designed 
to carry a vertical 
Airport Door Roller load of 15,000 lb., 
1 8 Inch Diameter Wheel and a thrust load 
in Frame of 21,000 lb. ap¬ 

plied simultane¬ 
ously. 

Chain drive may also be supplied. 

Wheels 9" in diameter are recommended for 
doors of 275 sq. ft. of area; 12" wheels for 
door area up to 400 sq. ft.; 18" wheels 
for over 400 sq. ft. area. 

Top Rollers are available to match i 
most any top construction using 
single or multiple parallel guide 
angles. Blueprints on request. 





Bottom Rollers without frames as shown below are built into 
door members. All are available with or without sprockets 
and axle parts provided for various door thicknesses. 


t 



Bottom Rollers similar to above but 24" diameter of tread 
available for doors up to 80,000 lb. Blueprints on request. 




PROUTY, IN C., DANVILLE, ILLINOIS 
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